280 Remington
150 Grain

Barrel Length = 24”
COAL =3.330”

Optimal performance may be achieved in your rifle

at a different COAL. Read HERE for details.

150 GR CLASSIC HUNTER S
G1BC=0.505 G7BC=0.258

Part # 28571 - 1 in 10” twist or faster

We recommend using G7 BC to achieve the most

accurate trajectory prediction.

Powder Start | Approx. | Max | Approx. | Approx.
Load | Start Vel. | Load | Max Vel. | Fill Ratio
RAMSHOT HUNTER | 50.0 2619 55.1 2877 95%
H4831 SC 52.5 2595 57.2 2845 101%
IMR 7828 SSC 53.5 2640 58.5 2919 101%
VIHT N560 54.0 2661 59.1 2940 103%
NORMA MRP 54.5 2689 59.5 2961 101%
RE-26 56.5 2750 61.0 2997 101%
AA MAGPRO 57.0 2665 61.8 2929 103%

For bullet dimensional details, click HERE.

WARNING - APPROACH MAXIMUM LOADS WITH CAUTION AS ALL RIFLES AND

RELOADING TECHNIQUES WILL BE DIFFERENT.
Additional safety information can be found HERE.



http://www.bergerbullets.com/wp-content/uploads/2013/03/COAL.pdf
http://www.bergerbullets.com/pdf/Quick-Reference-Sheets.pdf
http://www.bergerbullets.com/wp-content/uploads/2013/03/Safety_Info.pdf

